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www.jswhotrolledsteel.in 
 

Vijayanagar Works 
 

 
SL. NO. 

 
JSW GRADE 

 
DIMENSIONAL SCOPE 

 
Grades 

Thick mm Width mm API EQIV 

 
1 

 
JVLN01 

(4.0-8.0) 

(8.0-25.0) 

(1000-1600) 

(1000-2050) 

 
API 5L Gr.B 

 
2 

 
JVLN02 

(4.0-8.0) 

(8.0-25.0) 

(1000-1600) 

(1000-2050) 

 
API 5LX-42 

 
3 

 
JVLN03 

(4.0-8.0) 

(8.0-25.0) 

(1000-1600) 

(1000-2050) 

 
API 5LX-46 

 
4 

 
JVLN04 

(4.0-8.0) 

(8.0-25.0) 

(1000-1600) 

(1000-2050) 

 
API 5LX-52 

 
5 

 
JVLN05 

(6.0-10.0) 

(10.0-25.0) 

(1000-1600) 

(1000-2050) 

 
API 5LX-56 

 
6 

 
JVLN06 

(6.0-10.0) 

(10.0-25.0) 

(1000-1600) 

(1000-2050) 

 
API 5LX-60 

 
7 

 
JVLN07 

(8.0-16.0) 

(16.0-22.0) 

(1000-2050) 

(1000-1900) 

 
API 5LX-65 

 
8 

 
JVLN08 

(8.0-16.0) 

(16.0-20.0) 

(1000-2050) 

(1000-1900) 

 
API 5L-X-70 

 

 
  



          

HR STRIPS 
for Line Pipes 

 
 

 
 

www.jswhotrolledsteel.in 
 

Dolvi Works 
 

 

SL. NO. 
 

Grade 

Dimensional Scope Grades 

Thickness 

(mm) 

 

Width (mm) 
 

API Equivalent 

 

1 
 

P41CUT 
 

7.5 -  12.0 
 

900 -   1550 
API 5LB -with Cu (.2 - 

.35) 

2 PP41RL 4.0 -  8.0 900 -   1550 API 5L B 

3 PP41RT 8.01 -   20.0 900 -   1550 API 5L B 

4 PP41RM 8.01 -   20.0 900 -   1550 API 5L B 

5 PP41SC 4.0 -  11.0 900 -   1550 API 5L B 

6 PP42RC 4.0 -  10.0 910 -   1550 API 5L X42 

7 PP42RT 10.0 -   15.0 950 -   1550 API 5L X42 

8 PP42SC 4.0 -  8.0 950 -   1550 API 5L X42 

9 PP43MM 4.0 -  10.0 900 -   1550 API 5L B 

10 PP46RC 4.0 -  22.0 910 -   1550 API 5L X46 
 

11 
 

PP46SC 
4.5 -  11.5 

5.0 -  10.0 

900 -   1140 

1141  -   1560 

 

API 5L X46 

12 PP52RC 4.0 -  16.0 950 -   1550 API 5L X52 

13 PP52SC 4.0 -  8.0 950 -   1550 API 5L X52 

14 PP56RC 4.0 -  16.0 950 -   1550 API 5L X56 

15 PP60MS 8.0 -  16.0 950 -   1560 API 5L X60 

16 PP60RC 4.0 -  16.0 950 -   1560 API 5L X60 

17 PP65RC 4.0 -  12.7 900 -   1550 API 5L X65 
 

18 
 

PP65RT 
 

12.71 -  16.0 
 

900 -   1500 
 

API 5L X65 

19 PP70BC 6.0 -  12.0 950 -   1500 API 5L X70 

20 PP80RC 6.0 -  10.0 900-1550 API 5L X80 

 
 


